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1:1 Socket Cap Screw M4*8(4) 

Nylon Lock Nut 4mm (1) 

Brass Stud M4*25+6 (2) 

Brass Stud M4*25+6 (4) 

Nylon Lock Nut 4mm(2) 

MegaPi Pro Shield for RJ25 (1) 
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Nylon Lock Nut 4mm (2) 

Nylon Lock Nut 4mm (2) 

Me High-Power Encoder/
DC Motor Driver V2 (1) 

1:1 Socket Cap Screw M4*14(2) 

Bracket 3 x 3 (1) 

Nylon Lock Nut 4mm (2) 

Me High-Power Encoder/
DC Motor Driver V2 (1) 
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Nylon Lock Nut 4mm (2) 

Plate 7*9-B (1) 

1:1 Socket Cap Screw M4*8(2) 

Brass Stud M4*25+6 (2) 

1:1 Socket Cap Screw M4*8(2) 

Nylon Lock Nut 4mm(2) 

Bracket 3 x 3(1) 
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1:1 Socket Cap Screw M4*14(2) 

Mecanum Wheel(1) 

4*4*8 A Flat (1) 

Shaft Clamping Hub 8mm-C(1)
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1:1 Socket Cap Screw M4*14(1) 

Please refer to steps 22~25 to install the other three Mecanum Wheels. 



Cable Connection Guide
Please refer to the right figure to 
complete the wiring, and refer to the 
following figure to install the low 
voltage battery alarm.
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