




















7. Manually temperature calibration

7.1 In first system setting page ,press 1 to enter temperature calibration mode, and "CAL" will show
on display panel on which also shows last calibration value(Figure 10,calibration value is 0°C).

7.2 In calibration mode, press A and V to set calibration temperature values whose range is -50°C

~50°C (-90°F~+90°F ) .Calibration value will be negative as actual-measured temperature value is
smaller than the value showed on display panel. Calibration value will be positive as
actual-measured temperature value is bigger than the value showed on display panel.

7.3 Press #1 to store calibration temperature values after input calibration values.
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Figure 10

Calibration method:

Please prepare temperature probe, measure soldering tip temperature and record it(Please add
some solder on soldering tip to let soldering tip and probe contact closely). Denote actual measured
temperature as T1(like 320°C) and denote displayed temperature value as T2(like 350°C).So
calibration value should be -30°C (T1-T2) and then press ¥ to input "-30".

8 Trimming function is turned 8.Enable fine tuning.

8.1 In system setting mode, press #2 to enter fine tuning setting mode and display panel will show
current fine tuning status now. Press ¥ or A to enable or disable fine tuning function and then
press #2 to save it.

Note: As setting content is "ON”, the fine tuning function is turned on which make temperature
adjusted at 1 digit for each pressing. Otherwise, temperature will be adjusted at 5 digits for each
pressing, This is quite fit for different operation requirements.
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9. Switching temperature scales

9.1 In system setting mode, Press #3 to enter temperature scales setting mode and display panel
will show current temperature scale now. Press ¥ or A to switch temperature scales between
Fahrenheit and Celsius, then press #3 to save it(Figure 13,Figure 14).
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10. Setting automatic stand-by time
10.1 In system setting mode, press V¥ to go to second setting page(Figure 8). Then press #1 to enter

stand-by time setting mode and display panel will show current stand-by time. Press ¥ or A to set
stand-by time and press #1 to save it.

Note: Stand-by time can be set between 1 minute and 120 minutes and stand-by function will be
disabled as setting content is "OFF"(Figure 15).After enabling stand-by function, soldering station
will enter stand-by state if no soldering work or any other control panel operations taken throughout
during stand-by time, and the temperature will decline to 150 T and be stabilized around 150 T.In
stand-by state, picking solder iron handle or any operation on control panel can wake up soldering
station and soldering station will continue to work in preset temperature value.
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11. Setting automatic shutdown time

a) Insystem setting mode, press V¥ to go to second setting page(Figure 8). Then press #2 to enter
shutdown time setting mode and display panel will show current shutdown time set value.
Press ¥ or A to set shutdown time as 1 minute ~ 120 minutes or OFF and press #2 to save it. It
will disable automatic shutdown function as setting content is "OFF".
Note: Automatic shutdown function only can be enabled as automatic stand-by function set on.
Soldering station will enter shutdown state, stop heating and don't turn off display panel until
temperature has declined to 100 T as the time in stand-by state exceeds preset shutdown time.
After entering shutdown mode, any operation on control panel will make no sense after
entering shutdown mode. The soldering station only can exit this mode after user switch power
off and restart it.

b) In shutdown mode, soldering station is not in real power-off state which still consumes little
energy as soldering station is well connected with power supply. To ensure safety, please turn
off power switch or pull power plug out.
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12. Touchtone function
12.1 In system setting mode, press V¥ to go to second setting page (Figure 8). Then press #3 to enter



